
COLOR SEAL 

 
 
 

Product Features  
• Easy to Apply (Even Metallics) 
• Excellent Adhesion to Properly 

Prepared Substrates* 
o 2K Epoxy 
o 2K Urethane 
o 2K NISO 
o Cold-Rolled Steel 
o E-Coat 
o Bullfrog Prepared Composites 
o Most Non-Ferrous Substrates 

• Superior Flow and Leveling 
• Lacquer Resistant 

 

Surface Preparation  
• Wipe with wax and grease remover 
• Blow off and tack vehicle before topcoat application 

 

Recommended Application  
• Adjust HVLP air pressure to 30 psi at the gun 
• Fluid tip 1.2 – 1.4 mm 
• Apply 1 – 2 wet coats of color seal.  
• Allow 15 - 20 minutes flash time between coats 
• Allow 20 – 30 minutes before topcoat application 

 
Mixing Instructions  

• Single Stage:                     4 Parts by Volume Color Seal 
          1 Part by volume quality polyurethane reducer 

• 2K:                                   8 Parts by volume Color Seal 
                                        1 Part by volume MMH-93 urethane catalyst Part B 

• RTS:                                 4 Parts by volume Color SealA+B 
                                        0.5 - 1 Part by volume quality polyurethane reducer  
 

 
 
 
 
 
 



COLOR SEAL 

Dry Times @ 75⁰F.  
 
• Single Stage: 

o Dust free:  8 - 10 minutes 
o Tack free:  10 - 12 minutes 
o Handle: 2 - 3 hours 
o Recoat: unlimited within 24 – 36 hours. After 36 hours must be scuffed and resealed 

• 2K 
o Dust free:  15 - 20 minutes 
o Tack free:  30 - 40 minutes 
o Handle: 4 - 5 hours 
o Recoat: unlimited within 18 - 24 hours. After 24 hours must be scuffed and resealed 

Product Specifications 
 
Viscosity 
RTS: 20 - 22 sec Zahn #2 
 
% Solids By Volume 
30 - 32% 
 
% Solids By Weight 
38 - 40% 
 
Solvent Resistance 
Excellent 
 
Humidity Resistance  
Excellent 

 
 
Pot Life:  
Single Stage: N/A 
2K: 4 – 6 hours 
 
Theoretical dry film thickness 
496 sq/ ft. @ 1 mil 
 
VOC: 
Color Seal: V.O.C.: < 564 g/l (4.70 #/gal) 
RTS Color Seal: V.O.C.: < 630g/l (5.25 #/gal) 
This product may require several components and 
must be mixed properly to comply with V.O.C. 
regulations. This product is not recommended as 
part of a multi-coat system if the V.O.C. exceeds 
local, state or federal regulations. 
 

Technical Tips.  
• 2K sealer system reduced with MINI-MIX MMR Direct to Metal Reducer is recommended for 

maximum adhesion performance. 
• Not recommended for two-tone or multiple layered paint jobs. 

 
Product Safety Data.  

• Consult safety data sheet (SDS) 
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